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Chicago Fly Streamer 

MATERIALS:  
 

Hook:  #6 - #12 4X long (such as a Mustad 79580) 

Thread: Black Flat Waxed Nylon 

Head:  Tungsten Bead (oversize or faceted) 

Tail:   Black Marabou (short and spiky) 

Flash:  Red or green Crystal Flash  

Body:  Black Mohair yarn, scratched out 

 
 

 

Tying Instructions 

1. Pinch down the barb and slip the bead on the hook small hole first. Attach the thread to the hook and build up a bit against 

the back of the bead so it doesn't slip around. Wind the thread back to the bend of the hook.  

 

2. Tie in the tail. Use about twenty individual marabou fibers with the tips evened up. If you want to add some flash, mix in a 

few strands of Crystal Flash. For a thicker body, donôt trim the butt ends of the marabou fibers ï rather wrap them down all 

the way toward the front to just behind the bead (trim any excess at this point) and then wrap the thread back to bend of the 

hook.  

 

3. Tie in the end of the mohair yarn at the bend of the hook then wind the thread up to just behind the bead. Form the fly's 

body by twisting the yarn and winding it forward in open wraps about 1/8ò apart. Tie it off just behind the bead and whip 

finish behind the bead. 

 

4. Fluff the mohair yarn out all around the fly with an old toothbrush or better yet an old copper gun-cleaning brush. Trim the 

yarn flat on the sided and bottom then pull the remaining yarn fibers up and to the back.  

 

5. Add some head cement behind the bead and you're done! 
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Uni-Midge 

Materials 

Hook: TMC 2457 #14-18 

Bead: Tungsten or brass, color of choice, 1/8 or 3/32ò 

Body: Uni-stretch: olive, black, grey, or red  

Thread: Black 8/0 

Wing: Pearl Krystal Flash 

Collar: Peacock Herl 

 

 

 

 

 

Tying Instructions  

 

1. Slide the bead onto the hook and place the hook in the vise. Load the Uni-stretch in a bobbin and attach it behind the bead. 

Wrap the Uni-stretch back to the bend and then forward to 1/16ò behind the bead. Tie off with a half hitch and cut the Uni-

stretch. 

 

2. Attach the 8/0 thread behind the bead. Fold 6 strands of Krystal flash around the thread and tie it down on top of the hook. 

Trim the wing so it reaches to the middle of the body. 

 

3. Tie in a single strand of peacock herl in front of the wing and make 3-6 wraps. Tie off and clip the excess herl. 

 

4. Whip finish, cut the thread, and apply head cement. 
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Red Fox Squirrel Hair Nymph  
 

MATERIALS  

 

Hook: 1 or 2x Long Nymph Hook Size 8-16 

Thread: Orange or Black 6/0, 8/0 in smaller sizes 

Weight: Lead Wire or Gold Bead Head 

Tail: Fox Squirrel Guard hairs and underfur 

Ribbing:  Gold Flashabou 

Body: Equal parts Fox Squirrel belly fur and Orange Antron Dubbing (A pre-

mixed SLF Dubbing for this fly is available from Wapsi) 

Thorax: Natural Squirrel fur dubbing 

                                                                     Legs: Brown Speckled Hen Hackle 

 

Tying Instructions  

 
1. If using a bead head, slide the bead around the bend of the hook and to the eye before putting the hook in the vise. If using 

lead, wrap 2/3 of the hook shank with wire after putting the hook in the vise. 

 

2. Tie on the thread behind the eye and wrap a solid layer to the bend. 

 

3. Tie on a clump of fox squirrel body hair at the bend for the tail. Use both the guard hair and underfur. The tail should be 

1/3 to 1/2 the length of the hook shank. 

 

4. Attach a single strand of gold Flashabou at the base of the tail. Dub a tapered body covering about 2/3 of the hook. Make 

4-5 evenly spaced turns of the ribbing over the body. Tie off and clip the excess Flashabou. 

 

5. Cover about ½ of the space between the front of the body and the eye of the hook with the thorax dubbing. 

 

6. Tie in a hen hackle and make 1 or 2 turns for the legs. Tie off and trim the tip of the hackle. 

 

7. Fill in the rest of the thorax area with dubbing, leaving enough room for the head if using lead wire. If using a bead head, 

dub right up to the bead. 

 

8. Tie off, clip the thread, and apply head cement. 
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Renegade Dry Fly 
                                                                         

MATERIALS  

 

Hook: Standard Dry Fly Size 18-10 

Thread: Black 6/0 or 8/0 

Rear Hackle: Brown, smaller than standard 

Body: Peacock Herl 

Front Hackle: White 

 

 

 

 

 

Tying Instructions  

 
1. Tie in the thread and wrap it to the bend of the hook.  

 

2. Attach a brown dry fly hackle at the bend and make 3-5 turns. Tie off and clip the excess hackle. 

 

3. Tie in a bunch of peacock herl in front of the hackle. Wrap the thread around the herl for reinforcement. Cover ¾ of the 

hook shank with herl to form the body. Tie off and clip the excess herl. 

 

4. Attach a white dry fly hackle in front of the body and make 3-5 turns. Tie off and clip the excess hackle. 

 

5. Build up a small thread head, whip finish, and apply head cement. 
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Wire Gill Bend Back Streamer 
 

Hook: Mustad 3366 Sz. 6-2 with the first 3/16 to ıò inch bent slightly 

Thread: Black or Brown 3/0 

Body: Medium or Large Red coated Copper Wire 

Wing:  A layer of light colored bucktail (White, Yellow, or Chartreuse) under 

a layer of Pearl Flashabou under a layer of dark bucktail (Brown, Olive, or 

Black). 

Eyes: Flat or domed Stick on eyes (Coated with epoxy) 

 

 

 

Tying Instructions 
 

1. Before you put the hook in the vise, bend the first 3/16ò of the shank about 10 degrees away from the point. 

 

2. Mount the hook in the vise so the bent portion of the shank is level. Tie on the thread at the eye and wrap  to 2/3 down the 

shank. 

 

3. Tie in a piece of copper wire and move the thread to just behind the bend in the hook shank. Wrap the wire in closed wraps 

to the thread. Tie off and clip the excess wire. 

 

4. Cut a small bunch of light bucktail. Clean out the under fur and short hair. The tips donôt have to be even, but you should 

pull the longer hairs out and line them up with the shorter hairs. Tie the bucktail in front of the bend in the hook shank. Trim 

the butt ends of the hair at an angle and cover with thread to start building a tapered head. 

 

5. Tie in 6 to 10 strands of flashabou on top of the bucktail. Trim the ends of the flash a little longer than the bucktail. 

 

6. Prepare and tie in a bunch of dark bucktail. You want the finished wing to be about twice the length of the hook. 

 

7. Build up a large thread head. Tie off and clip the thread. Soak the thread with a thin head cement and let dry. Stick an eye 

on both sides of the head and coat with epoxy or 2 coats of a thick head cement. 
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�7�X�U�N�¶�V��Tarantula  
 

Hook: Long shank Dry fly hook, Sz. 14-6 

Thread: Black 6/0 or 3/0 

Tail: Golden Pheasant Tippet feather 

Body: Your choice of dubbing or Peacock Herl 

Wing:  White Calftail and pearl Krystal Flash 

Legs: White Rubber Legs 

Collar and Head: Natural Deer Hair, Spun and clipped to shape 

 

 

 

 

Tying Instructions  

 

1. Mount the hook in the vise. Tie on the thread and wrap back to the bend. Tie in a bunch of golden pheasant tippet fibers. 

The tail should be shorter than the hook shank. 

 

2. Cover ½ of the hook shank with dubbing.  

 

3. Tie in a small bunch of Krystal Flash in front of the body. Cut the ends of the flash even with the end of the tail. Clip a 

bunch of calf tail hair. Comb out the underfur and even the tips in a hair stacker. Tie in the wing and trim the butt ends as 

close as possible. 

 

4. Tie in two strands of rubber leg material in front of the wing.  

 

5. Cut and prepare a bunch of deer body hair. Even the tips and tie in the hair on top of the hook. You want the tips to be ½ 

the length of the wing. The first bunch should flare but not spin. 

 

6. Cut a second bunch of deer hair. Clean out the underfur and trim the tips so you tie in the bottom ½ of the hair. The second 

bunch should spin when you tie it in.  

 

7. If there is room at the front of the hook, add a third bunch of deer hair. Once the front half of the hook is filled tie off and 

cut the thread. Apply head cement. 

 

8. Remove the hook from the vise and trim the deer hair flat on the bottom and bullet shaped on the top and sides. Be careful 

to avoid cutting the rubber legs. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 


